METALLION
—J1INDUSTRIES

STEEL SIDING

Panel

Painted Side Standard Lap

. — 1 —7
i

11%11

Coverage

A

A

Dutch Lap

4@/ ]./

11%11

Coverage

Y

Board & Batt

A
A

Y

A

7 7/8II 3 7/8"

11%11

Coverage

Y

COMMERCIAL

CONCEALED FASTENERS 11 3/4” COVERAGE SOLID SUBSTRATE
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PANEL DESCRIPTION Low Profile Fastener

Applications: Residential and Commercial
Limited 40-year warranty paint
Finishes on 26 ga: SMP paint
Finishes on 24 ga: PVDF paint
Corrosion Protection on Substrate:
— AZ-50 (ASTM A792) for painted Galvalume®
— G-60 (ASTM A653) for painted Galvanized
— G-90 (ASTM A653) for PVDF painted 24 gauge Perforated for
Sheet lengths: One inch increments up to 40 feet long condensation drainage
Optional: 24 gauge steel, custom colors, and pre-painted aluminum
For color availability, cool roof specs, and other panel info,
please see our website: www.metallionindustries.com Fasten Panel to Wood with #10-9 Low Profile Wood Screw

Overlapping Siding Panel
(Standard Lap)

Install one screw every 24" within pre-punched slots

Oil Canning: Flat metal surfaces can display waviness, commonly referred to as
“oil canning”, which is an inherent characteristic of steel. “Oil canning” is not a OFFICE (503)630-7740 FAX (503)630-7770 www.metallionindustries.com

defect and therefore not an acceptable reason for rejection. 850 NW Park Ave. Estacada, OR 97023 Open Weekdays 8:00-5:30 PST
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